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Grade L Chain
AS2321     .    Short link 

Part Number Nominal
Size (D)

M/500KG Inside 
Length  (C)

Working Load Limit External 
Width over 

the Weld  (B)

Breaking 
Force

Link Marking

5:1 (Lifting) 4:1 (Mooring)

D mm mtr C mm WLL kg MWL kg B Nominal MBL KG

F-GL-006 6 560 18 400 500 21.6 2000 HDJ-L

F-GL-008 8 340 24 640 800 27 3200 HDJ-L

F-GL-010 10 210 30 1008 1260 34.3 5040 HDJ-L

F-GL-013 13 130 39 1680 2100 43 8400 HDJ-L

F-GL-016 16 80 48 2560 3200 54.9 12,800 HDJ-L

Manufacturing in a short link configuration meeting the requirements of Australian Standard AS2321.
Highest quality lower tensile steel available for lifting purposes with a design factor of 5:1.
Also recommended for use in fathom chain and mooring applications and is available with an increased Maximum Work Load (MWL) based 
on design factor of 4:1. Marked with HDJ-L

Grade L Fathom Chain
AS2321     .    Short link 

Part Number Nominal
Size (D)

Length Inside 
Length (C)

Working Load Limit End Link 
Measurements

Breaking 
Force

Link Marking

4:1 (Mooring)

D mm mtr C mm MWL kg mm MBL KG

F-FC-010-60 10 109 30 1260 13 x 25 x 55 5040 HDJ-L

F-FC-010-75 10 137 30 1260 13 x 25 x 55 5040 HDJ-L

F-FC-010-90 10 164 30 1260 13 x 25 x 55 5040 HDJ-L

F-FC-013-60 13 109 39 2100 16 x 34 x 70 8400 HDJ-L

F-FC-013-75 13 137 39 2100 16 x 34 x 70 8400 HDJ-L

F-FC-013-90 13 164 39 2100 16 x 34 x 70 8400 HDJ-L

F-FC-016-60 16 109 48 3200 18 x 40 x 85 12,800 HDJ-L

F-FC-016-75 16 137 48 3200 18 x 40 x 85 12,800 HDJ-L

F-FC-016-90 16 164 48 3200 18 x 40 x 85 12,800 HDJ-L

Manufacturing in a short link configuration meeting the requirements of Australian Standard AS2321.
Highest quality lower tensile steel available for lifting purposes with a design factor of 5:1.
Also recommended for use in fathom chain and mooring applications and is available with an increased Maximum Work Load (MWL) based 
on design factor of 4:1. Marked with HDJ-L. Supplied with enlarged end links.

Proof Coil Chain
Proof Tested     .    Medium link   (Regular Link) 

Part Number Nominal
Size (D)

M/500KG Working Load Limit Inside 
Length (C)

External Width 
over the Weld (B)

Breaking 
Force

Link 
Marking

4:1 (Mooring)

D mm mtr MWL kg C Nominal B Nominal MBL KG

F-PC-006 6 650 320 28 24 1280 HDJ-PC

F-PC-008 8 420 530 36 29.2 2120 HDJ-PC

F-PC-010 10 270 860 44 35.5 3440 HDJ-PC

F-PC-013 13 160 1500 52 44.5 6000 HDJ-PC

F-PC-016 16 90 2300 60 57.3 9200 HDJ-PC

Commercial  grade hardware chain is available in a wide range of sizes in regular and long link formations. 




